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Product data sheet
Characteristics

PDL356PBSSL-VW
ControlLink module, Iconic, with LED indicator,
3-wire, 220–240 V, Vivid white

Main
Product brand PDL
Range PDL Iconic
Aesthetic name Iconic
Product or component
type

Remote control auxiliary

Complementary
Device presentation Mechanism
Device application Light control
[Ue] rated operational voltage 220...240 V AC 50 Hz
Number of FUNCTION keys 1
Local signalling Programmable: 1 LED (green/red)
Signalling function Programming indication

Light ON when switch is actuated
Locator

Number of outputs 1
Control type Local control dimming up/down control

Local control on/off switching
Communication network type Wired ControlLink
Connected auxiliaries 1 Wiser dimmer, distance : 50 m
Provided equipment User manual
Wiring configuration With neutral
Connections - terminals Screw terminal
Clamping connection capacity 1.5...2.5 mm² for solid cable(s)

1.5...2.5 mm² for solid stranded cable(s)
Shape of screw head Pozidriv No 1 and combi
Tightening torque 0.5 N.m
Material PC (polycarbonate) GF10 FR: casing

Metal: terminals
Mounting support Wall
Device mounting Flush
Fixing mode Clip-in
Type of installation Indoor installation
Quantity per set 1 carton
Embedding depth 41 mm
Depth 41 mm
Width 22 mm
Height 22 mm

http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page
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Environment
Ambient air temperature for operation 5…40 °C
Ambient air temperature for storage 5…40 °C
IP degree of protection IP20
Standards AS/NZS CISPR 15

AS/NZS 60669.2.1

Packing Units
Package 1 Weight 30.000 g
Package 1 Height 39.000 mm
Package 1 width 67.000 mm
Package 1 Length 87.000 mm

Offer Sustainability
Sustainable offer status Green Premium product
REACh Regulation REACh Declaration
EU RoHS Directive Compliant EU RoHS Declaration
Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS Declaration
Environmental Disclosure Product Environmental Profile
Circularity Profile End Of Life Information

https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=459741504&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=459741504&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=459741504&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=459741504&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1708008EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI1708008EN

